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wise, and explosives, need attention. The storage of explosives,
and such dangerous things as acid containers, well away from the
reach of children who may be trespassing upon land, is
important.
Third Parties Using Premises
Persons likely to visit premises comprise those who call on
business, travellers, customers, and the like, the employees of
others, who may have occasion to collect or deliver goods or to
perform work for their employers on the premises, and mere
visitors as, for example, individuals or parties who may be con-
ducted round the premises. The fact that factory and insurance
inspectors and surveyors may visit the premises should not be
overlooked as they, too, are third parties.
The situation of office blocks, showrooms, and loading and
unloading places, requires particular investigation, always with
a view to determining to what extent third parties are likely to
meet with accidents on account of defects in the premises, un-
fenced well holes, and the machinery used.
Where parties are conducted round premises, enquiries should
be made as to their supervision, with particular reference to the
ages of students and other young people. The frequency with
which such parties are entertained should be stated.
Work Away from Proposer's Premises
It has already been mentioned that the main risk often lies in
the work undertaken away from the premises. It is essential
that a clear description of such work should be obtained, includ-
ing some reference to the number and extent of outside contracts
in the year, and the type of premises upon which work is under-
taken, whether mainly small or high-class private dwellings,
shops or offices, factories or theatres, or buildings in course of
erection and, in such circumstances, whether the proposer is a
principal contractor or sub-contractor.
Erection risks, whether of builders, engineers or others, may
be particularly hazardous and necessitate the use of lifting tackle,
and full details of the weight and size of plant to be installed
should be given, together with the height at which work is
undertaken, where this is likely to affect the risk. Installation
risks of machinery, safes and strong rooms and other heavy items,
call for an examination of the risk of damage to property in
wMch they are to be installed. Heavy units may cause floors to
give way, with consequent bodily injury and damage to property
claims.

